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INTERCEPTING TIMEOUT 
RESPONSE MESSAGE 
ADDRESSED TO THE 
PORTAL'S LOCAL BUS 



STORING THE REMOTE 
TIMEOUT VALUES IN THE 

TIMEOUT RESPONSE 

MESSAGE INTO THE 
REGISTER TABLE ENTRY 
CORRESPODINGTOTHE 

DESTINATION BUS ID 
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FORWARDING THE 
INTERCEPTED TIMEOUT 
RESPONSE MESSAGE TO THE 
ORIGINALLY ADDRESSED NODE 



FIG. 3 
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SYNTHESIZING THE CORRESPONDING 

TIMEOUT RESPONSE MESSAGE WITH THE 
REMOTE TIMEOUT VALUES FROM 
THE PORTAL'S LOCAL BUS TO THE 
DESTINATION BUS RETRIEVED FROM THE 
REGISTER TABLE ENTRY CORRESPONDING 
TO THE DESTINATION BUS 10. 
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SENDING THE SYNTHESIZED REMOTE 
TIMEOUT VALUES ENCAPSULATED IN A 
TIMEOUT RESPONSE MESSAGE TO THE ORIGINAL 
REQUESTER IDENTIFIED BY THE SOURCE ID OF 

THE INTERCEPTED TIMEOUT REQUEST MESSAGE. 
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INTERCEPTING THE RECEIVED 
TIMEOUT REQUEST MESSAGE 
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IS THE 
SOURCE BUS ID OF 
THE INTERCEPTED TIMEOUT REQUEST 
MESSAGE EQUAL TO THE PORTAL'S 
LOCAL BUS 
ID? 



420 



SYNTHESIZING THE CORRESPONDING 
TIMEOUT RESPONSE MESSAGE WITH THE 
REMOTE TIMEOUT VALUES FROM THE SOURCE 
BUS TO THE DESTINATION BUS. THE MAX 
REMOTE PAYLOAD VALUES SHALL BE A 
SMALLER VALUE BETWEEN THAT IN THE 
INTERCEPTED MESSAGE AND THAT IN THE 
CORRESPONDING REGISTER TABLE ENTRY TO 
THE DESTINATION BUS. THE OTHER REMOTE 
TIMEOUT VALUES SHALL BE CALCULATED BY 
ADDING THOSE IN THE INTERCEPTED MESSAGE 
TO THOSE IN THE CORRESPONDING REGISTER 
TABLE ENTRY TO THE DESTINATION BUS. 
RESPECTIVELY 



( END ) 
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